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Preface 


This interim publication provides descriptive and 
configuration information about the APL and Text 
functions and features for the following IBM 3270 
Information Display System units: 


IBM 3276 Control Unit Display Station 

IBM 3278 Display Station 

IBM 3287 Printer 

IBM 3289 Line Printer (Text Print capability only) 


This publication is intended for data processing personnel, 
including managers, system analysts and programmers, 
and for operations and administrative managers. 


Additional information about the characteristics of the © 
IBM 3270 Information Display System is contained in the 
following publications: 


@ An Introduction to the IBM 3270 Data Analysis-APL 
Feature, GA27-2788 


@ An Introduction to the IBM 3270 Information Display 
System, GA27-2739 


@ IBM 3270 Information Display System Character Set 
Reference, GA27-2837 


© IBM 3270 Information Display System Configurator, 
GA27-2849 


@ [BM 3270 Information Display System Component 
Description, GA27-2749 


@ IBM 3287 Printer Component Description, GA27-3153 


@ [BM 3289 Line Printer Component Description, 
GA27-3176 


® [BM 3270 Information Display System, 3276 Control Unit 


Display Station Planning and Setup Guide, GA18-2041 
@ Introduction to Programming the IBM 3270, GC27-6999 


© IBM 3270 Information Display System, 3276 Control Unit 


Display Station Operator’s Guide, GA18-2040 
@ [BM 3287 Printer Operator’s Guide, GA27-3150 
@ IBM 3289 Line Printer Operator’s Guide, GA27-3147 


This publication becomes obsolete when information 
concerning the 3276/3278/3287 APL and Text functions 
and features, and 3289 Text Print feature is included in 
the appropriate publications listed above. 


For information about the Data Analysis-APL feature for 
the IBM 3271 Control Unit Models 2 and 12, IBM 3272 
Control Unit Model 2, IBM 3277 Display Station Model 2, 
IBM 3284 Printer Model 2, IBM 3286 Printer Model 2, 
and IBM 3287 Printer Models 1 and 2 refer to An 
Introduction to the IBM 3270 Data Analysis-APL Feature, 
GA27-2788. 


This publication contains three chapters and an appendix. 
Chapter 1 introduces the reader to the 3276/3278/3287 
APL/Text functions and features, and the 3289 Text Print 
feature. Chapter 2 describes the additional features offered 
on each unit. Chapter 3 provides updated configuration 
diagrams and feature code tables for the units. Appendix 
A contains APL/Text and Text Print I/O interface code 
charts. 
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Chapter 1. Introduction 


The APL and Text processing capabilities of the IBM 3270 Information Display System 
are extended to include the IBM 3276 Control Unit Display Station and the following 
units when (1) they are equipped with the appropriate APL/Text and Extended 
Character Set Adapter or Text Print features, and (2) they are attached to a 3276 with 
APL/Text control and Extended Function Base features: 


Display station of IBM 3276 Models 1, 2, 3, 4, 11, 12, 13, and 14 
IBM 3278 Display Station Models 1, 2, 3, and 4 

IBM 3287 Printer Models 1 and 2 

IBM 3289 Line Printer Models 1 and 2 (Text Print only) 


An IBM 3276 Control Unit Display Station with APL/Text Control feature can control 
a mix of the following terminals: 


(1) 3278s with and without APL/Text and Extended Character Set Adapter features 


(2) 3287s (with a 3274/3276 Attachment feature) with and without APL/Text and 
Extended Character Set Adapter features 


(3) 3289s with and without Text Print feature 


APL/Text and Text Print Character Sets 


The 3276, 3278, and 3287 equipped with their respective APL/Text features and 
prerequisite Extended Character Set Adapter features are able to display or print (with | 
modified user application programs) the entire 222-character-plus-space APL/Text 
character set shown in Figures 1-1, A-2, and A-4. 


The 3289 equipped with the Text Print feature is able to print a 125-character-plus- 
space Text Print character set (shown in Figure A-5) as follows: 


@ 93-character U.S. English set (except tilde ~ symbol) 
@ 32-character TN set 


The 3276 and 3278 with the APL/Text and Extended Character Set Adapter features 
can be equipped with one of the following three types of keyboards: 


(1) 87-Key (88-Key for Japanese English) EBCDIC Typewriter/APL keyboard 
(2) 87-Key EBCDIC Typewriter/Text keyboard 
(3) 88-Key Japanese Katakana Typewriter/APL keyboard 


These APL and Text keyboards are described in Chapter 2 and are illustrated in Figures 
2-1, 2-2, and 2-3. 


The 87- or 88-Key EBCDIC Typewriter/APL keyboard enables the 3276/3278 operator 
to enter (with single keystrokes) a 175-character-plus-space set of the APL/Text 
character set (Figure 1-1) as follows: 


@ 94-character EBCDIC set 


® 81-character APL-specific set 
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U.S. EBCDIC 


0 through 9 (numeric) 10 

A through Z (uppercase) 26 

a through z (lowercase) 26 

Invariant Symbols (common to all keyboard languages): 18 
< (48) 2), %22?2'= 

National Use Symbols: 14 


éelig7#@”: ~~ { JA 


= 94 
EBCDIC Total 


APL 
A through Z (APL Underscored Alpha) 26 
APL Svmbols: 36 
A v~4¥s{ lLe0ocoe nuialt.acerpHwx\tVATI4Z| 
APL Compound Symbols: 18 
AY¥PRITVP ANA 4kOH GF ¥eO 
a ial Symbol: 1 
APL-Specific Total = 81 
Text Text Specific Text Unique 
. : : . : 32 27 
TN Print Train (five common with APL): 
+°ome {}#<>4_—Lf JOHAL _j 01234567894 - () 
Additional Graphics (six common with APL) 14 8 
t¥<->\i23, 1T4 + I 
Special Purpose Graphics (all common with APL) 14 0 
AVILUVAVYA #XH@VA , 
5 
Text Edit Graphics (three common with APL): 2 
Hoag 
Text Specific Total (twenty-eight common with APL) = 65 
Text-Unique Total = 37 
Graphic Plot | = 10 
APL/Text Total = 222 


Figure 1-1. APL/Text Character Set 


The 87-Key EBCDIC Typewriter/Text Keyboard enables the 3276/3278 operator to 
enter (with single keystrokes) a 159-character-plus-space set of the APL/Text character 
set (Figure 1-1) as follows: 


@ 94-character EBCDIC set 


@ 65-character Text-specific set 


The 88-Key Japanese Katakana Typewriter/APL keyboard enables the 3276/3278 
operator to enter (with single keystrokes) the 208-character-plus-space Katakana/APL 
character set shown in Figures A-3 and A-4. The Katakana/APL character set is made 
up of: 


@ 1|27-character Katakana set 


@ 81i-character APL-specific set 


The APL/Text character set is available for all languages supported by the control unit 
of 3276. APL typewriter keyboards are available for all 3276/3278 keyboard languages; 
however, the 3276/3278 Text typewriter keyboard (not available for IBM World Trade 
Europe/Middle East/Africa countries) is available for U.S. English only. 


APL/Text and Text Print Data Streams 


The I/O interface codes used by the 3276, 3278, and 3287 with APL/Text and 
Extended Character Set Adapter features are shown in Figures A-2 and A-4 The I/O 
interface codes used by the 3289 with the Text Print feature are shown in Figure A-5. 
The 3276/3278/3287 APL/Text and the 3289 Text Print I/O interface codes do not 
affect the operation of any 3276 data stream commands, orders, or control characters. 
All 3276/3278/3287 APL-specific and Text-specific characters are specified by 2-byte 
sequences; each 2-byte sequence consists of a Graphic Escape (hex ‘08’) control 
character followed by a character code. 


The 3276 APL/Text support incorporates the same APL-specific and Text-specific 

characters provided by the 3271/3272 Data Analysis-APL feature plus two additional 
characters (€ and ¢). However, the 3276 APL/Text data stream is different from the 
3271/3272 Data Analysis-APL data stream, because the 3276 APL/Text data stream: 


1. Contains 94 EBCDIC characters (plus space), whereas the 3271/3272 Data 
Analysis-APL data stream contains 88 EBCDIC characters (plus space) 

2. Specifies all APL- and Text-specific characters by using a 2-byte sequence 
consisting of a hex ‘08’ control character followed by a character code, whereas 
the 3271/3272 Data Analysis-APL data stream specifies some APL-specific and 
all Text-specific characters by using a 2-byte sequence consisting of a hex ‘1D’ 
control character followed by a character code 

3. Contains 10 graphic plot characters, whereas the 3271/3272 Data Analysis-APL 
data stream does not 


The 3276 Text Print data stream is different from the 3271/3272 Text Print data 
stream, because the 3276 data stream: 


‘1. Contains 93 U.S. English set characters (plus space), whereas the 3271/3272 
Text Print data stream contains 88 characters (plus space) 


2. Uses different interchange codes to specify some Text-specific characters 
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Programming Support 


Support for the APL and Text keyboard characters will be available in the following 
environments: 


OS/VS1 VSPC Release 2.0 

OS/VS2 (MVS) VSPC Release 2.0 

OS/VS2 (MVS) VS APL for TSO (See Note) 

VM/370 BSEPP/SEPP 

CICS/DOS/VS V1, R4 

CICS/OS/VS (VS1 and MVS)'V1, R4 

Note: Changes to the VS APL for TSO Installed User Program (5796-ALB) to support the 


APL and Text keyboard characters will be described in a Technical Newsletter distributed 
to users of record. 


In these environments, Release 3 of the VS APL program product (5748-AP1) will 
support the same characters on the 3274/3276/3278/3287 with the appropriate 
APL/Text features (Feature Codes 1067 and/or 1120) as are currently supported on the 
3271/3272/3277/3284/3286 with the Data Analysis-APL feature (Feature Code 1066). 


In a VSPC Release 2.0 environment, the APL and Text characters are supported in all 
VSPC processing modes, including full-screen editing, the full-screen manager, and all 
foreground processors. In addition, VS APL will support all the APL and Text keyboard 
characters. However, Country Languages that exceed the 94-character EBCDIC sets 

(for example, the Canadian-French and Japanese-Katakana character sets) are not 
supported by the host programming support for APL. OS/VS1, OS/VS2, and DOS/VS 
release leveis which are current at the hardware first customer shipment may be used. 
Also, the reiease of VM/370 that supports the latest level of the BSEPP/SEPP at the 
hardware first customer shipment may be used. 


This same support is also available to the 3276 with the appropriate APL/Text features 
(Feature Codes 1067 and 1120) that is attached to the IBM 8100 Information System 
and is supported via DPPX/DSC. 


Support for Text keyboard characters is available in Release 1.2 of the ATMS-II program 
product (5740-XXV for ATMS-II/OS/VS and 5746-XXG for ATMS-II/DOS/VS). The 
latest level of the VM/370 BSEPP/SEPP will also support the Text keyboard character set. 
This support is in addition to existing support for the 3271/3272/3277 Data Analysis- 
APL feature (Feature Code 1066), and is transparent to programs using BSEPP/SEPP. 
Programs operating under BSEPP/SEPP with Feature Code 1066 will continue to operate 
unmodified with the 3276/3278 APL/Text Feature (Feature Code 1120). This opera- 
tion includes 3276 clusters with APL/Text features co-resident on a VM/370 BSEPP/ 
SEPP system that supports 3274 clusters with APL/Text feature, as well as 3271/3272 
clusters with the Data Analysis-APL Features. 


The 10 new graphic plot characters (Figure 1-1) are not supported by the preceding 
program products for APL or Text. Release 2 of TSO Session Manager program product 
(5740-XE2) also supports the complete APL/Text character set including the new graphic 
plot characters. 


All characters in the complete APL/Text feature, including the 10 new graphic plot 
characters, will be available for use by suitably modified user application programs 
in the following environments: 


DOS/VS 
OS/VS1 
OS/VS2 (MVS, including TSO) 
VM/370 


Chapter 1. Introduction 5 


Chapter 2. Description 


IBM 3276 Control Unit Display Station with Extended Function Base and APL/Text Control 


The 3276 with Extended Function Base and APL/Text Control features provides control of: 


®@ Display station of the 3276 Control Unit Display Station with APL/Text and 
Extended Character Set Adapter features 


@ 3278 Display Station with APL/Text and Extended Character Set Adapter features 
® 3287 Printer with APL/Text and Extended Character Set Adapter features 
® 3289 Line Printer with Text Print feature 


The control unit of 3276 with APL/Text Control feature can control a mix of the 
preceding units, with or without APL/Text, Extended Character Set Adapter, and Text 
Print features. 


The Extended Function Base feature on the 3276 cannot be installed with the 
Encrypt/Decrypt feature (Feature Number 3680) or with the SDLC/BSC Switch 
feature (Feature Number 6315). 


IBM 3276 Control Unit Display Station and 
IBM 3278 Display Station with APL/Text 


The 3276/3278 APL/Text special feature, Extended Character Set Adapter special 
feature (prerequisite for the APL/Text feature), and the appropriate APL or Text 
keyboard enable a 3276/3278 operator to interact with either APL or Text applications 
as well as existing applications. The APL/Text feature on the 3276 cannot be 

installed with the ASCII feature (Feature Number 9084). 


APL Keyboards 
The 3276/3278 APL keyboards are typewriter-like keyboards with keys that contain both 


APL and the featured language-characters. The APL characters are colored orange (on 
white keys). The APL keyboards have the PF1 through PF12 keys located on the right 
side of the keyboard instead of on the front of the top row of keys as on non-APL 
keyboards; PF13 through PF24 keys are not available on APL keyboards. The Numeric 
Lock feature is available for all APL keyboards and operates in both APL and non APL 
modes. 
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87- and 88-Key Typewriter/APL Keyboards 
The 87-Key Typewriter/APL (U.S. English) keyboard is shown in Figure 2-1 (the 
Japanese English Typewriter/ APL keyboard has 88 keys). This keyboard is available in 
all 3276/3278 keyboard languages. 


SEEGER EERE: 

Hi) ESSERE EEE SEES 

wesececcouurel 

SEE EEE EEE BREA BE 
2 50 Soeereeeeneeeeeeees os 20! 


Figure 2-1. 87-Key Typewriter/ APL Keyboard 


The Typewriter/APL keyboard enables a 3276/3278 operator.to enter the 81 APL- 
specific characters as well as the 94-character-plus-space EBCDIC dual case character 
set. The characters that can be entered are: 


With APL “SOFF” - 94 EBCDIC characters plus Space 
With APL “SON” - 81 APL-specific characters plus: 
10 numerics (0 through 9) 
26 uppercase alphabetic characters 
16 invariant symbols (excluding & and %) 


When the display station is first turned on, the Typewriter/APL keyboard operates 
similarly to the 75-Key Typewriter keyboard without APL, with the exception of the 
PF1 through PF12 keys. Pressing the APL ON/OFF key (with the ALT key held down) 
causes the keyboard to enter APL mode (the letters APL display in the Operator 
Information Area); in this mode the APL, characters on the right half of the keys may 
be entered (the Shift, Lock, and ALT keys are used to select the desired character on a 
key). The keyboard is returned to normal (non-APL) mode by pressing the APL ON/ 
OFF key again. 


88-Key Katakana Typewriter/APL Keyboard 
The 88-Key Katakana Typewriter/APL keyboard (available for IBM World Trade 
Americas/Far East only) is shown in Figure 2-2. 


cURSA re \ fu \ pc r\ (g<5\ (mar) (ara) ('>?)\ (041) va) (£7) f=- .\ (T+ \ Fi 
army | [Se Fe 27 sPhha Ohi sxhhes hh 7 PAA elAh 9a hh o7h-athiixnh¥ — = 
Ee) PSS ASSESSES ANS EI CECE 
ON/OFF 
? wW e { p = + ' O x > rT 
a iat iad Pa - oe a ae PLile«. KG 4 a if 
oe ODE Le JIC sete 
INPUT 
€) BROS aD Ea 
& eS) iS) ates 


Figure 2-2. 88-Key Katakana Typewriter/ APL Keyboard 


The Katakana Typewriter/ APL keyboard enables a 3276/3278 operator to enter the 81 
APL-specific characters as well as the 127-plus-space Japanese Katakana character set. 
The characters that can be entered are: 


With APL ‘‘OFF” - 127-character Japanese Katakana set plus Space 
With APL “SON” - 81 APL-specific characters plus: 

10 numerics (0 through 9) 

26 uppercase alphabetic characters 

16 invariant symbols (excluding & and %) 


When the display station is first turned on, the Katakana Typewriter/APL keyboard 
operates similarly to the 76-Key Katakana Typewriter keyboard without APL, with the 
exception of the PF1 through PF12 keys. Momentarily pressing the APL ON/OFF key 
(with the ALT key held down) places the keyboard in APL downshift mode (the letters 
APL display in the Operator Information Area). APL upshift characters can be entered 
either by pressing and holding either 4} (Upshift) key or by pressing the @ (Lock) 
key; when the keyboard is locked in APL upshift mode, pressing either Upshift key 
returns the keyboard to APL downshift mode. The APL characters on the right front of 
keys can be entered by pressing and holding the ALT key. The keyboard is returned to 
non-APL mode (ALPHA downshift) by pressing the APL ON/OFF key again. 


APL Keyboard World Trade Considerations 
The APL programming support does not support certain Canadian French and Katakana 
characters on the Canadian French and Katakana Typewriter/ APL keyboards. The 
unsupported Canadian French characters are all those enterable by a Dead key sequence 
except a, é, 6, and 0. The unsupported Katakana characters are those with I/O interface 
codes that are not included in the 94-character-plus-space EBCDIC character set. 
However, the control unit of 3276 does not block these unsupported codes when they 
are sent inbound to the host system. 
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87-Key Typewriter/Text Keyboard 


The 87-Key Typewriter/Text Keyboard (shown in Figure 2-3) is a typewriter-like 


keyboard with keys that contain both U.S. English and Text-specific characters. This 
keyboard is available for U.S. English only (the Text keyboard is not available in IBM 
World Trade Europe/Middle East/Africa countries). The Numeric Lock feature is 
available for all Text keyboards and operates in both Text and non-Text modes. 


ORR AR ERP REAR A= 
Oe 
sxe corcoecsesemice 
auoesuceourcess 
eC 


Figure 2-3. 87-Key Typewriter/Text Keyboard 


The Text-specific characters are colored green (on white keys). The Typewriter/Text 
keyboard has PF1 through PF12 keys located on the right side of the keyboard instead 
of on the front of the top row of keys as on non-Text keyboards; PF13 through PF24 
are not available on the Typewriter/Text keyboard. 


The 3276/3278 operator can use the Typewriter/Text keyboard to enter the 65 Text- 
specific characters as well as the 94-character-plus-space U.S. English character set. The 
characters that can be entered are: 


With TEXT “‘OFF” - 940U.S. English characters plus 
47 graphics on the front of the keys 
With TEXT “‘ON” - — 65 Text-specific characters plus: 


10 numerics (0 through 9) 

26 uppercase alphabetic characters 
26 lowercase alphabetic characters 
9 symbols (. <;, > ?:!—-) 


When the display station is first turned on, the Typewriter/Text keyboard enters the 
normal (non-Text) mode. In this mode, the U.S. English characters on the top of the 
keys may be entered, and the Text graphics on the front of the keys may be entered by 
pressing the ALT key simultaneously. Also, the PF] through PF12 keys may be used. 


Pressing the TEXT ON/OFF key causes the keyboard to enter Text mode (TEXT is 


10 


displayed in the Operator Information Area). In this mode, the Text characters on the 
right half of the keys may be entered. The keyboard is returned to normal mode by 
pressing the TEXT ON/OFF key again. The 4} (Shift), (§} (Lock), and ALT keys are 
used to select the desired character on a key, regardless of the mode. 


IBM 3287 Printer with APL/Text 


The 3287 APL/Text special feature and its prerequisite Extended Character Set Adapter 
special feature enable the 3287 to print the following characters: 


@ 94 EBCDIC characters plus Space 
@ 81 APL-specific characters 
@ 37 Text-unique characters 


@ 10 graphic plot characters 


IBM 3289 Line Printer with Text Print 


The 3289 Text Print special feature (not available in IBM World Trade Europe/Middle 
East/Africa countries) enables the 3289, when equipped with the Text Print belt, to 
print the following characters: 


e@ 93 U.S. English characters plus Space 
@ 32 TN characters 


The 93-character U.S. English set is identical to the normal 94-character U.S. English set 
except the tilde (~) symbol is not included. 


A 3289 with the Text Print feature can operate with the 125-character Text Print belt or 
a 48-, 64-, or 94-character U.S. English print belt at the following maximum speeds in 
lines per minute (lpm): 


1. With the 125-character Text Print belt installed: 
@ Model 1 = 40 Ipm 
® Model 2 = 160 lpm 
2. With the 48-, 64-, and 94-character print belts respectively: 
@ Model 1 = 155 lpm, 120 lpm, 80 Ilpm 
@ Model 2 = 400 lpm, 300 lpm, 230 Ipm 


Note: Actual printer throughput depends upon operational and system characteristics. 
Maximum print speed may be affected by such factors as communication line speed, control 
unit load, character set, and application program. 


Local or host-initiated Copy operations from a 3276/3278 to a 3289, with or without the 


Text Print feature installed, are limited to the normal 3276/3278/3287/3289 94- 
character U.S. English set. 
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Chapter 3. Configurations 


This chapter contains the configuration examples and feature code lists from the [BM 
3270 Information Display System Configurator, GA27-2849, that are affected by the 3276/ 
3278/3287 APL/Text functions and features, and the 3289 Text Print feature. 
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ee Private Non-switched | 3276 Control Unit/Dispiay Station Model 1, 2, 3, or 4 3278 Display Station Model 1,2,3,or 4 | 


Communications 


Facilities E§° 1200-bps @ Address Keylock " aes @ Audible Alarm : te ed 
Integrated @ Audible Alarm @ Keyboard Numeric Lock 
Modem @ Security Keylock @ Selector Light e Selector Light 


e@ Security Keylock 


‘a Ghee, a P Fe External Modem ee Character Set-EBCDIC, ish en © Switch Control Unit a a 
fe ta Interface at: ascil(B) fy By wiles ee Character Set — EBCDIC, ASCII(B) fF & nn 
To 3704/ ee 1200/2000/ ee Character Set Language — WT —4usr\ — Magnetic | ee Power — WT yy MSR — Magnetic 
3705 E¥ V 2400/4800/ ee Keyboard Language — WT aaa | e@ Machine Nomenclature — WT ane dre 
BSC or SDLC 7200/9600 (for @ Magnetic Reader Control | ee Character Set Language — WT _(cable included) 
Protocol jj SDLC only with ®@ Keyboard Numeric Lock Ganisccans ee-Key board. Language WE 
SDLC/BSC e Extended Character Set Adapter 1500 meter ® Magnatic Reader Control 
Deir eat. ce ee © APL/Text (4,920 ft) long @ Extended Character Set Adapter 
+ Channel ! @ DDSA (US) at: @ APL/Text Control 
¢t——S Service A e APL/Text [¥ 
Unit i ee 2400/4800 bps @ SDLC/BSC Switch Cable || 


e Extented Function Base (i Up to seven 3278s, 3287s, or 3289s can be attached. 


3289 Line Printer Model 1 or 2 


ee Character Set — EBCDIC, ASCII(B) [J 

ee 48-,64-,94-, 125-Character Set Print Belt 

ee Print Error Indication 

ee 960-, 1920-, 2560-, 3440-Character Print 
@ Audible Alarm 

ee Power — WT 

| @@ Machine Nomenclature — WT 

ee Print Belt Character Set — WT 

; @ Text Print 

| e@ 125-Character Text Print Belt 


[je Communications 
Feature with 
Business Machine 
Clock 


Non-switched 
Digital Data 
Service Network 


@ Terminal Adapter _ a 
(3 max) - 2 terminals 


per adapter 


[je Communications 
Feature without 
Business Machine 
Clock 


ee Power — WT 
ee Machine Nomenclature — WT 


Legend: 


Special feature 
IBM World Trade A/FE or E/ME/A countries. 

SDLC protocol is applicable only with SDLC/BSC Switch. 
Accessory — purchase only. 


One port is provided on every 3276 for one 3278, 3287 
or 3289 attachment. 


Local attachment without modems to 3704/3705 at 1200 bps 
with a maximum cable length of 30.5 meters (100 feet). 


Cable from 3276 Port 0 to 3276 integrated display. 
Available only in US. 


| © 3274/3276 Attachment 
ee Character Set — EBCDIC, ASCII(B) 
e@ Variable-Width Forms Tractor 
® Extended Print Buffer 
ee 960-, 1920-, 2560-, 3440-Character Print 
ee Friction Feed Paper Handling 
| e@@ Blower 
ee Page Length Control 


@e@ Power Cord Lengths 
Only for 3287 Model 1 when used in an environment above 7 


oO Oo 
$2.2 C190°F) ee SCS Support 
Mutually exclusive. 6s: Pouer= WT 


DOBmss. 
WW 


ll i} i} 


BOG & 
i] 


Plugs (Locking or Nonlocking) 


>| 
3 

on] 
0 


ee Machine Nomenclature — WT 
ee Character Set Language — WT 
|} ee X-Print Error Indication 
2 Forms Stand 
@@ Variable Width Forms Tractor — 
Paper Handling 
@ Extended Character Set Adapter 
@ APL/Text 


ST suoneimsiyuog °¢ 1oideyD 


‘(uorjeoyddy DIAS) v1 10 ‘ET ‘ZI ‘TT PepOW UoNeIS Aeldsiq /iUp TonUOD 9LZE & BULAO[dWIq WaxsASg Avldsiq OLZE ‘7-€ oINsIYy 


e@ Public Switched or 
Private Non-switched 
i Communications 
Facilities 


SDLC Protocol 


Pars = 
2—__4 Modem O 
) Coe eo 


To 3704/ 
3705 i 


SDLC Protocol 
ulate arate | 
| Channel , 
Service 
| 1 Unit ] 
be es ee 


Non-swtiched 
Digital Data 
Service Network 


| [FE] © Communications 


EQ © 1200-bps 


By e External Modem 


ee 1200/2000/ 


A @e DDSA (US) at: 
ee 2400/4800 


B | @ Communications 


Integrated 
Modem 


Interface at: 


2400/4800/ 
7200/9600 bps 


9600 bps 


Feature with 
Business Machine 
Clock 


Feature without 
Business Machine 
Clock 


ee Power — WT 


ee Machine Nomenclature — WT 


Legend: 


@ = Special feature. 


Specify feature. 


-E 
| 


3276 Control Unit/Display Station Models 11, 12, 13, and 14 


@ Audible Alarm 

@ Security Keylock 
ee Character Set — EBCDIC, 

Ascil(B) Ej By} 

e@e Character Set Language — WT 
Keyboard Language — WT 
Magnetic Reader Control 
Address Keylock | 
Keyboard Numeric Lock 
Extended Character Set Adapter 
APL/Text [J 
APL/Text Control 
Encrypt/Decrypt 
e Extented Function Base [@q 


@ Terminal Adapter 
(3 max)—2 terminals 
per adapter 


IBM World Trade A/FE or E/ME/A countries. 
= Local attachment without modems to 3704/3705 at 1200 bps with 


a maximum cable length of 30.5 meters (100 feet). 


Accessory — Purchase only. 


or 
i] 


or 3289 attachment. 


i 


= Available only in US. 


32.2°C (90° F). 
= Mutually exclusive. 


al 


Cable from 3276 Port 0 to 3276 integrated display. 


| Magnetic Slot 


@ Keyboard (cable | 
included) 


e Selector Light 
Pen (cable 
included) 


Reader (cable 
included) 


Cable can be 
1500 meter 
(4,920 ft) long 


NS 
| Cable 


One port is provided on every 3276 for one 3278, 3287, 


Only for 3287 Model 1 when used in an environment above 


3278 Display Station Model 1, 2, 3, or 4 


e Audible Alarm 
e Keyboard Numeric Lock 
@ Security Keylock 
@ Switch Control! Unit 
ee Character Set — EBCDIC, ASCII(B) 
ee Power — WT 
ee Machine Nomenclature — WT 
ee Character Set Language — WT 
ee Keyboard Language — WT 
e@ Magnetic Reader Control 
e@ Extended Character Set Adapter 
e APL/Text [J 


e Keyboard 
(cable included) 


e Selector Light 
Pen (cable 
included) 


Magnetic Slot 
Reader (cable 
included) 


Up to seven 3278s, 3287s, and 3289s can be attached. 


3289 Line Printer Model 1 or 2 


ee Character Set — EBCDIC, ASCII(B) FJ 
ee 48-, 64-, 94-, 125-Character Set Print Blet 
ee Print Error Indication 
ee 960-, 1920-, 2560-, 3440-Character Print 
@ Audible Alarm 
ee Power — WT 
ee Machine Nomenclature — WT 
ee Print Belt Character Set — WT 
@ Text Print 
ee 125-Character Text Print Belt 


3287 Printer Model 1 or 2 


@ 3274/3276 Attachment : 
ee Character Set — EBCDIC, ASCII(B) EJ 
@ Variable-Width Forms Tractor 
e Extended Print Buffer 
ee 960-, 1920-, 2560-, 3440-Character Print 
ee Friction Feed Paper Handling 
ee Page Length Control 
ee SCS Support 
@e Power — WT 
ee Machine Nomenclature — WT 


ee Character Set Language — WT 


ee X-Print Error Indication 

2 Forms Stand 

ee Blower J 

ee Power Cord Lengths 

ee Plugs (Locking and Nonlocking) 

ee Variable-Width Forms Tractor — 

Paper Handling 

e Extended Character Set Adapter 
@ APL/Text 


Mutually 

Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) Feature Name Code Code ordered with) ordered with) 


pO Audible Alarm | 1090 ae 
| Terminal Adapter 1 3256 bo ee 
Choose as | Terminal Adapter2) 3256 3255 / ae 
many as needed Terminal Adapter 3 _ | 3257 3256 7 

| (2 terminals 
per adapter) | 
N | 75-Key Typewriter Keyboard — EBCDIC | 4621 9082 Gr. 
Choose one _75-Key Data Entry Keyboard — EBCDIC | 4622 9082 Po 


a 
7 
A 
@ 
< 
—| 
< 
TG 
@ 
= 
ma 
= 
@ 
ta 
A 
@ 
< 
ox 
oO 
re) 
s 
e. 
| 
> 
” 
= 
wo 
: 
oO? 
NO 
aS 


87-Key EBCDIC Typewriter/APL 4626 
Keyboard 


ar 
Ee eee 
cach ceacstmes! 
| | 9082 
| CT 9082 
75-Key Data Entry Keypunch 4623 9082 
) | srt = 9084 | te? 


1067, 1120, 
9082 


aaa! 
1067 |_| 1068 
(3680, 6315 | 


fo 
[97] APL/Text Control 


| Security Keylock 
Address Keylock 
Selector Light Pen 


SDLC/BSC Switch (Models 1, 2, 3, 


ae and 4 only) 
N 120 V, 60 Hz Locking Plug 
| Choose one 120 V, 60 Hz Nonlocking Plug 


aera 

| 1067 

| 1068 

| 1009 | 

Mees 

| eel 
O Z§Power Cable, 1.8 meters (6 ft) fF | 511 
Choose one Z¥Power Cable, 3.7 meters (12 ft) | | 9512 | 

| Pos 

O Meee 

ae 

dl 

ae 

ie 

aa 

Pe cael 

ae 

fees 

| 3701 

_ 


Oo 
oo 
—_ 
or 


Power Cable, 4.5 meters (15 ft) 
Communication Cable, 3.0 meters (10 ft) 
Communication Cable, 9.1 meters (30 ft) 
Communication Cable, 12.2 meters (40 ft) 
Communications Feature with Business 
Machine Clock 

Communications Feature without 
Business Machine Clock 

e 1200 bps 

@ 2000 bps 

@ 2400 bps 

@ 4800 bps 

@ 7200/8000 bps 

@ 9600 bps (SDLC only) 


Choose one 


N 
Choose one 


Choose one 


O External Modem Interface 3701 
NO @ Public Switched Network[q 9490 
Choose one @ Private Nonswitched Communication 9491 
| Facilities om | 
Legend: 
= 91cm (3 ft) normally supplied. E¥ = Available only in US and Canada. 
= 2.8 meters (9 ft) normally supplied. Optionally specify = Available only in US. 


other lengths. [= Models 11, 12, 13, and 14 only. 


= 6.1 meters (20 ft) normally supplied. Optionally specify 
other lengths. . 
Figure 3-3 (Part 1 of 2). 3276 Control Unit Display Station — Universal 
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Mutually 
Special Specify Prerequisite Exclusive 
Feature Feature (Must be (Must not be 
Feature Name Code Code ordered with) ordered with) 


5502 3701, 5500, 5501, 
5507, 5508, 5650, 
5651 


Necessary (N) 
or 
Optional (O) 


1200-bps Integrated Modem, 
Switched with Manual Answer 
(Models 11, 12, 13, and 14 only) 
1200-bps Integrated Modem, 
Non-switched 


O 
Choose one 


5500, 5507, 
or 5508 


3701, 5500, 5501, 
5502, 5507, 5508, 


Choose one 


9651 or 3701, 5501, 5502, 
a 5507, 5508, 5650, 
5651 
1200-bps Integrated Modem, . 9651 or 6301 3701, 5500, 5501, 
Non-switched with Switched Network 9652 5502, 5508, 5650, 
Backup and Manual Answer 5651 
ZY 1200-bps Integrated Modem, 6301 3701, 5500, 5502, 
Switched with Auto Answer 5507, 5508, 5650, 
(Models 11, 12, 13, and 14 only) 5651 
Z¥ 1200-bps Integrated Modem, 9651 or 3701, 5500, 5501, 
Non-swtiched with Swtiched Network 9652 5502, 5507, 5650, 
Backup and Auto Answer 5651 
DDSA (US only) 
Point-to-point 6302 
3701, 5500, 5501, 
5502, 5507, 5508, 
[—* 2a0obes SSS*~=“~*~*~*é~S*‘“‘;‘*r:(«WR~C*dC«t erg] 
|e 4800bpss | S| 98238 | 05D rse51| 
I~ 9600 SSS~w:CSC*~C~*~‘~*~*:( RIG ~—=*|;C SO wT| 


Multipoint 


Choose one 


N Character Set — EBCDIC 9082 4621, 4622, 2715, 2716, 2717, 
Choose one 4623, 4626, 2718, 4624, 4628 
i 
Character Set — ASCII(B) 9084 4624, 4628 
: " aie 
| 3610 
| 1120 | 


2715, 2716, 2717, 
2718, 4621, 4622, 
4623, 4626, 4627, 


[0 | Etended Character Set Adapter s6t0 | —~iY eer 
[od arte 610, 1067 [908 
[0 | Magnetic Reader Conerot «| 999] 
[0 | I Masnetic Siot Reader Accessory | | ae 


Encrypt/Decrypt 3680 


Legend: 


= Data Coupler Type CDT or FCC certified equivalent is required (US only). 

= Accessory Item — purchase only. 

= Models 11, 12, 13, and 14 only. 

E¥ = CBS type data access arrangement or FCC-registered equivalent is required (US only). 


Figure 3-3 (Part 2 of 2). 3276 Control Unit Display Station — Universal 
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Mutually 
Necessary (N) Special Specify Prerequisite Exclusive 
or 


Optional (O) 


Feature Feature (Must be (Must not be | 
Code Code ordered with) ordered with) 


2715, 2716, 


i 


Feature Name 


N 
Choose one 


2998 
2804 


Power — IBM WT A/FE except Canada 
100 V, 50 Hz 
100 V, 50 Hz 
200 V, 50 Hz 
220 V, 50 Hz 
230 V, 50 Hz 
240 V, 50 Hz 
100 V, 60 Hz 
110 V, 60 Hz 
120 V, 60 Hz 
127 V, 60 Hz 

Locking plug 


N 
00 
2) 
©) ] 


823 


Choose one Nonlocking plug 


(Japan only) 


N Machine Nomenclature 
Choose one Brazilian 
Canadian/French 
English (US) 
Japanese 
Spanish-speaking 


N Character Set Language 
Choose one Brazilian 
Canadian/French 
EBCDIC 
English (US) 
International 
| Japanese (English) 

Japanese (Katakana) 
Spanish-speaking 

N 


Keyboard Languages 


2933 
2935 
2924 

930 


2777 
751 


750 
755 


769 


Choose one Brazilian 2975 2775 


2717, 2718 


2777 2715, 2716 
2717, 2718 


Canadian/French 2977 


NO N) O;OINININI NIN] NM 
J oO “J |} © ON] W] O] dh 
wo Oo on =| © O;N;o;—| = 


ae ee ee 


International 2950 2750 | 2715, 2716, 
2717,2718 | 


Japanese (English) 2755 2716, 4621, 
4626, 4627, 

Japanese (Katakana) 2973 2773 
4623, 4626, 
| 4627, 4629 


4629 
Spanish-speaking | | 2769 2715, 2716, 
2717, 2718 | 


4621, 4622, 
BB = Available for all voltages under 200 V. 
Figure 3-4 (Part 1 of 2). 3276 Control Unit Display Station — Additions for IBM World Trade Americas/Far East 
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Mutually 


Special Specify Prerequisite Exclusive 
Feature Feature (Must be (Must not be 
Code Code © ordered with) ordered with) 


Necessary (N) 
or 
Optional (O) Feature Name 


| N 76-Key Japanese English/Japanese 2715 2955 or 2973 
Choose one Katakana Typewriter Keyboard 


76-Key Japanese Katakana Data Entry 2716 
Keyboard 
O 
Choose one 


1200-bps Integrated Modem, 
Non-switched 


3701, 5501, 
5502, 5507, 
5508. 
3701, 5500, 
5502, 5507, 
5508 

3701, 5500, 
5501, 5502, 
5507 


88-Key Japanese English/Japanese 2718 2955 or 2973 
Katakana/APL Keyboard and 1120 
9651 or 6301 
9652 
i - 
5508 9651 or 6301 
9652 


1200-bps Integrated Modem, Switched 
with Auto-Answer (Models 11, 12, 13 
and 14 only) 
1200-bps Integrated Modem, Non- 
_ switched with Swtiched Network 


88-Key Japanese English/Japanese 2717 
Katakana Typewriter Keyboard 


Backup and Auto-Answer 


Legend: 


1 Japan only — Specify 2943 if used on NTT D-1 service. 


/2. Excluding Canada — This feature includes the PSN line plate, which is mandatory for attachment to the public 
switched telephone network. 


Figure 3-4 (Part 2 of 2). 3276 Control Unit Display Station — Additions for IBM World Trade Americas/Far East 
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Mutually 

Necessary (N) Special Specify Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) Feature Name ordered with) ordered with) 


fo 75-Key Typewriter Keyboard —EBCDIC| 4621 | | 9082 I all 
75-Key Data Entry Keypunch — EBCDIC| 4622 


75-Key Data Entry Keypunch 4623 — 9082 
[75-Key Typewriter Keyboard —ASCIB)| 4eza | —+(| ooee | 
§A87-Key EBCDIC Typewriter/APL 9082, 1120 
pa Tn Ucn 
87-Key Typewriter Keyboard — EBCDIC | 4627 9082 
[Aaeameartiod nf | | 
87-Key Typewriter Keyboard — ASCII(B)| 4628 9084 
[tasmmartin | tL 
ae 
ie 
ae) 
eee oye el 
aaa 
ee 
aa 


87-Key EBCDIC Typewriter/Text 9082, 1120 
Keyboard 


[9598 [Any keyboard 
[Keyboard Numeric Lock __——*«| 4690 |__| Any keyboard | 
[security Keylock ———SS~S~wd (A 
[Selector Light Pen —=S~*~*~*~rC SSCS 
Magnetic Reeder Control ——~S~d Ca] 


Character Set — EBCDIC 


N 
Choose one 
4621, 4622, 
4623, 4626, 2717, 2718, 
4627, 4629 4624, 4628 


9084 1120, 2715, 
2716, 2717 
2718, 4621, 
| 4622, 4623, 
4626, 4627, 
4629 


4624, 4628 
Extended Character Set Adapter | 3610, || 
earctext tT 

Z¥ Power Cable, 1.8 metres (6 ft) oe 
2-4 Power Cable, 3.7 metres (12 ft) aa 


2715, 2716, 


Choose one 


Character Set — ASCII(B) 


IN 
O 


Power Cable, 4.5 metres (15 ft) 
Switch Control Unit 1720 dl 
6 Magnetic Slot Reader — Accessory ae ae 4999 


7 
@ 
vo] 

@ 

a 

oR 


= 120 V, 1 phase, 60 Hz (US/Canada only) 

= 2.8 metres (9 ft) normally supplied. Optionally specify other lengths. 

= 91 centimetres (3 ft) normally supplied. Optionally specify other lengths. 
= Not available in IBM WT E/ME/A countries. 

= Accessory item — Purchase only. 


oon BJs] =| 
| 


= If the 3278 is attached to a 3274, only two of the following keyboard types can be present in the cluster of 
terminals: (1) the typewriter keyboard, (2) data entry keyboard, and (3) data entry keypunch keyboard. 
This limitation does not apply to APL or Text keyboards. 


The 3278 must be attached to a 3274 Model 1A, 1C, or 1D, or to a 3276 with APL/Text Control feature (1067). 


I~ 
ll 


Figure 3-5. 3278 Display Station — Universal 


No 


0 


Necessary (N) Special Specify Prerequisite Mutually Exclusive 
or Feature Feature (Must be (Must not be ordered with): 
Optional (O), Feature Name Code Code ordered with): 


Choose one 


Choose one 
(Japan only) 


ae 
Peas! 
ae 
aie 
ee! 
as 
tae 
eel 
| | 2935 
pt 2924 
| dapanese 2880 
Spanish-speaking P| 29384 
Ez N Character Set Language Cd 
Choose one Brazilian 
ar: 
ee 
pees 
eed 
Ree ced 
ae 
anal 
Pe 
aren 
eel 
a 
eae 


Canadian/French 


EBCDIC 
English (US) 


internationai 


2750 


2755 
2773 

71 (ee ae 

2975 2775 2715, 2716, 2717, 2718 


Japanese (English) 


Japanese (Katakana) fe eee 


Spanish-speaking 
2977 2777 2715, 2716, 2717, 2718 
2951 2756 2715, 2716, 2717, 2718 : 
2956 2756 2715, 2716, 2717, 2718 


O Keyboard Languages 
Choose one Brazilian 
| Canadian/French 
EBCDIC 
2950 


3 2955 2755 4621, 4627, 2716 
Japanese (Katakana) | 2973 2773 4621, 4622, 4623, 4627 


Spanish-speaking || 2969 | 2769 | 2715, 2716, 2717, 2718 
76-Key Japanese English/Japanese Katakana 2715 1 
Typewriter Keyboard 
Keyboard 
88-Key Japanese English/Japanese 2717 ih. Te 
Katakana Typewriter Keyboard wad 
| 88-Key Japanese English/Japanese 2718 2955 or 2973 
Katakana/APL Keyboard EI and 1120 
Legend: 
EB Available for all voltages under 200 V. 


Ba When attached to a 3276, the character set on the 3278 must be the same as the character set on the 3276. 
E} The 3278 must be attached to a 3274 Model 1A, 1C, or 1D, or to a 3276. 


Figure 3-6. 3278 Display Station — (Additions for IBM World Trade Americas/Far East) 
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Mutually 


Specify 


Necessary (N) Special Prerequisite Exclusive 
or Feature Feature (Must be (Must not be 
Optional (O) Feature Name Code Code ordered with) 


ordered with) 


| Ell 3271/3272 Attachment | 8330 | |. | 8331,9660 | 
Choose one 3274/3276 Attachment | 8331 


N 
| | N Locking Plug 
Choose one Nonlocking Plug 
N 


c 
Or] 
od 
= 


: 
tee] 
© 
— 


Ei 
Ey o Power Cable, 1.8 metres (6 ft) 
Choose one Power Cable, 3.7 metres (12 ft) 
Power Cable, 4.5 metres (15 ft) 
Character Set — EBCDIC 
Ee] Character Set — ASCII (B) 
FE] Extended Character Set Adapter 3610 ma 1066, 8330, 
| ee 
Ey APL/Text 1120 3610, 8331 1066, 8330, 
ee ea 


[J Friction Feed Paper Handling 


Ke) 
on 
— 
NO 


Blower 


Page Length Control 


SCS (SNA Character String) 
N 


480-Character Print FF 9520 |= 8330 | 8331 
Choose one 960-Character Print | 9521 8331 8330 


3440-Character Print 


FO Variable-Width Forms Tractor 


00 
=~ 
Oo 
>) 


9523 3880 and 8331 8330 
| 9524 3880 and 8331 8330 
Variable-Width Forms 9185 | 8700 | 
Tractor-Paper Handling 
. | 8331 | 8330 


Extended Print Buffer 
[4] Forms Stand 


& 
& 
9) 
>) 


Legend: 


To be attached to the 3274 Type B Terminal Adapter. 

To be attached to the 3276 or 3274 Type A Terminal Adapter or base ports. 

120 V, 1 Phase, 3-Wire, 60 Hz (US/Canada) 

4 | 2.8 metres (9 ft) normally supplied. Optionally specify other lengths. 

5. Required if special feature 8700 is not ordered. 

6 Accessory item — purchase only. 

Not available in 1BM WT E/ME/A countries. 

EJ Available only in US and Canada. 

E} The 3287 must be attached to a 3274 Model 1A, 1C, or 1D, or to a 3276 with APL/Text Control feature (1067). 


Figure 3-7. 3287 Printer (3274/76 Attachment) — Universal 
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Mutually 


Necessary (N) Special Specify Prerequisite Exclusive 


or 
Optional (O) 


Locking Plug 
Choose one Nonlocking Plug 
O EJ Power Cable, 1.8 metres (6 ft) 
Choose one FJ Power Cable, 3.7 metres (12 ft) 
Power Cable, 4.5 metres (15 ft) 
N 


48-Character Set — EBCDIC 


Feature Feature (Must be (Must not be 
Code Code ordered with) ordered with) 


ee 
OT 
a 
ren | i| 
Oe 
a 
ee 

fo ee 
cee] aan 
eae seers 

pe 
Coe 


Feature Name 


Choose one 64-Character Set — EBCDIC | 9491 
G 94-Character Set — EBCDIC 9492 


FJ 64-Character Set — ASCII (B) 9494 

FJ 94-Character Set — ASCII (B) 

F:] 125-Character Text Print — EBCDIC 
Print Error Indication 
960-Character Print 

Choose one 1920-Character Print 

2560-Character Print 

3440-Character Print 


N | 960-Character Print 


Ld 
aaa 
tence 
—_—aeT) 
Peel 
Ee ena 
ot 
Pe aecee 
EJ 48-Character Set — ASCII (B) | | 9493 | 
a 
De eee ll 
as 
Ee eal 
es al 
eee 
Pee wall 
cere 
| 1090 | 


Audible Alarm 


48-Character Set Print Belt — EBCDIC 5821 
6 (Additional) 
64-Ch ter Set Print Belt — EBCDIC 
aracter oe rin e 5822 
(Additional) 


94-Character Set Print Belt — EBCDIC 
5823 
(Additional) 


ES 
2) 


5824 
Belt — EBCDIC (Additional) 


aa 
48-Character Set Print Belt — ASCII(B) 
(Additional) ps | 
64-Character Set Print Belt — ASCII(B) ps2 fo 
(Additional) 
ae 


94-Character Set Print Belt — ASCII(B) e613 
(Additional) 


FE] Text Print (U.S. English only) 1130 


rc 
i] 

© 

@ 

3 

Q. 


120 V, 1 phase, 3-Wire, 60 Hz (US/Canada). 
"2.8 metres (9 ft) normally supplied. Optionally specify other lengths. 
Available at time of manufacturing only. Do not specify if Text Print feature (1130) is ordered. 
Accessory item — purchase only. 
Not available in IBM WT A/FE and E/ME/A countries. 
EBCDIC and ASCII (B) print belts are not interchangeable. 
Available only in US and Canada. 
The 3289 must be attached to a 3274 Model 1A, 1C or 1D, or to a 3276. 
Interchangeable only with US English print belts. 


offs folafajofnr] | 


Figure 3-8. 3289 Line Printer — Universal 
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Mutually 


Necessary (N) Special | Specify Prerequisite Exclusive 
i Feature | Feature (Must be (Must not be 
Feature Name Code | ordered with) | ordered with) 


Optional (O) 


oN ne oe os Power — IBM WT A/FE except Canada ae 2988 


: Choose one 100 V, 50 Hz 


(eamens 
[—iov.s0ne 

200 V, 50 Hz | | 2806 
aa 


220 V, 50 Hz 


NO 
© 
o) 
on 


230 V, 50 Hz 


7 
eae 


110 V, 60 Hz 


120 V, 60 Hz 


127 V, 60 Hz Be oe ee 
Gn | | 
Choose one Locking plug 9890 


(Japan only) Nonlocking plug | ma 9891 
O | 120 V, 60 Hz Locking Plug ~T 9890 
Choose one (Canada only) = 
(Canada only) | 120 V, 60 Hz Nonlocking Plug | 9891 
(Canada only) aa 
a hg --< ~- 
Choose one | _ Brazilian/Portuguese 


Japanese 
Spanish-speaking 


N : Print Belt Character Set | | | 
Choose one Group A 
each from 48-Character Set 2767 


Groups A 64-Character Set 

and B | 94-Character Set 

116-Character Set (Canadian/French 
only) 
125-Character Set (Text Print) 
127-Character Set (Japanese Katakana 
only) 


| EBCDIC || 2951 


Canadian/French 
EBCDIC 
English (US) 


International 
Ej text Print EBCDIC 


Japanese (English) 
Japanese (Katakana) 
Spanish-speaking 


~ | OT 
w Ww | 


Legend: 


Group B belts are not interchangeable. , 


The 127-character Japanese (Katakana) belt is interchangeable only 
with the 48- and 64-character Japanese (English) belts. 


116-character Canadian/French is interchangeable with 48-, 64-, and 
94-character Canadian/French belts. 


ga The 125-character Text Print belt is interchangeable only with the 
48-, 64-, and 94-character U.S. English belts. 


EB Available for all voltages under 200 V. 


Figure 3-9. 3289 Line Printer — Additions for IBM World Trade Americas/Far East 
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Appendix A. APL/Text and Text Print Features I/O Interface Code Charts 


| Japanese (English) 


Code Key 
(Note 1) 


Character Set 
EBCDIC 4A 4F 5A 


English (US) 
Austrian/German 
Austrian/German (Alternate) 
Danish/Norwegian 
Danish/Norwegian (Alternate) 
Finnish/Swedish 
Finnish/Swedish (Alternate) 
French 

Italian 

Portuguese (Note 2) 

Spanish 

Spanish (Alternate) 

English (UK) 

Belgian 


Brazilian 


Spanish Speaking 


| Canadian/French 


International 


Notes: 


1. 


See Figure A-2 for code points. 


se 
1 | $ 
yg 
, 1a 
A 
A 
A 
A 
| $ 
> | § 
$ 
Pt 
i | Pt 
1 | JL 
$ 
¢ 
! = 
$ 
$ 


2. Portugal a. Host system to control unit: 4C or EO is ¢. 
b. Control unit to host system: EO is ¢ and 4C (<) is removed. 
c. APL/Text Control Feature: 4C (<) and EO (() are active both from and to host system. 


|e 


7 
Ks 
= 
A 
= 


a| > 


eo N 
Sh oa " | # } 
- u . # | a 7 é é C 
“| ¢ a O| A " ~ fe) é ‘ 
orl # | @ { } $ 
7 N | @ { ahh 
a # | @ é é ’ 
A # | @ { } \ 


Figure A-1. National Use Differences I/O Interface Code (3276/3278/3287) 
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Bits 
0,1 
23 


Bits 
wor 4 Pols[z[s{e(stel7 tele [ale le folate mo 


Hex 1 


=[P ttt rel ie 
se 
mmf 
PI a o 
| : o 


“teh ea be | Eb 
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Notes: 


1 through 14 are the National use differences. They are shown in Figure A-1. 


| 4 = Canadian/French characters. 


1. All control characters are deleted from this chart. 
2. All codes can be entered from the keyboard. 


3. Character code assignments other than those shown within all outlined areas of this chart are undefined. 1f an undefined character code 
is programmed, the character that will be displayed or printed is a hyphen (hex 60); also, a hex 60 will be returned on a subsequent read 
operation. The character displayed or printed for a given undefined character code may be different for other devices. IBM reserves the 
right to change at any time the character displayed or printed for any undefined character code. 


4. NL (hex 15), EM (hex 19), FF (hex OC), CR (hex OD), and NUL (hex 00) are not displayed or printed. The DUP (hex 1C) and FM (hex 1E) 
control characters on dual case terminals are displayed as * and 5 respectively, and are printed as * and ; 
5. DUP (hex 1C) and FM (hex 1£) control characters on mono case terminals are displayed as * and ; respectively, and are printed as * and; 


Figure A-2. APL/Text Feature, 1-Byte I/O Interface Codes (3276/3278/3287) 
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. All control characters are deleted from this chart. 
2. All codes can be eritered from the keyboard. 


3. Character code ass gnments other than those shown within all outlined areas of this chart are undefined. If an undefined character code 
is programmed, the character that will be displayed or printed is a hyphen (hex 60); also, a hex 60 will be returned on a subsequent read 
operation. The character displayed or printed for a given undefined character code may be different for other devices. IBM reserves the 
right to change at any time the character displayed or printed for any undefined character code. 


_ NL (hex 15), EM (hex 19), FF (hex OC), CR (hex OD), and NUL (hex 00) are not displayed or printed. The DUP (hex 1C) and FM (hex 1E) 
control characters on dual case terminals are displayed as * and ; respectively, and are printed as * and ;. 


£ 


ao 


_ DUP (hex 1C) and FM (hex 1£) control characters on mono case terminals are displayed as * and ; respectively, and are printed as * and ; . 


Figure A-3. Katakana/APL, 1-Byte I/O Interface Codes (3276/3278/3287) 
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1. These codes, preceded by a hex 08 control character, transmit the graphics shown. 


Bits | 


SO LOS Ren CGCE 
sSOCDsSPPOPOEPEcH 


2. All codes within the solid outlined areas of this chart can be entered from the keyboard; the 10 graphic plot characters within the dashed 


outlined area can not be entered from the keyboard. 


Ww 


. Character code assignments other than those shown within all outlined areas of this chart are undefined. If an undefined character code is 


programmed, the character that will be displayed or printed is a hyphen (hex 60); also, a hex 60 will be returned on a subsequent read 
Operation. The character displayed or printed for a given undefined character code may be different for other devices. 1BM reserves the 


right to change at any time the character displayed or printed for any undefined character code. 


Figure A-4. APL/Text and Katakana/APL, 2-Byte I/O Interface Codes (3276/3278/3287) 
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0011 


1010 


Superscripts 


D 


—, 


. All control characters are deleted from this chart. 


S 


when a US. English 3289 print belt is installed. 


wo 


SEEESE CUCL CSC 


Character code hex A1 causes a ‘ (degree) character to print when the 3289 Text Print belt is installed and a~ (tilde) character to print 


. Character code assignments other than those shown within the outlined areas of this chart are undefined. !f an undefined character code 


is programmed, the character that will be printed is a hyphen (hex 60); also, a hex 60 will be returned on a subsequent read operation. 
!BM reserves the right to change at any time the character printed for an undefined character code. 


i 


characters are printed as * and ; respectively. 


Figure A-5. 3289 Text Print Feature I/O Interface Codes 


. NL (hex 15), EM (hex 19), FF (hex OC), CR (hex OD), and NUL (hex 00) are not printed. The DUP (hex 1C) and FM (hex 1) control 
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